X-TREME SLAB SAVER

X-TREME Slab Savers from Tex-Trude are designed to protect the concrete when panels are
lifted and put into place. X-TREME Slab Savers are made from high strength PVC for added
protection and are an effective solution to mitigate concrete repairs.

PACKAGING)

) 2 ft X-TREME Slab Saver ) 40 per box ) 40 boxes per pallet

INSTALLATION )

Before pouring concrete, position a Slab Saver 18” from both ends of the panel form board and one in the center. For
panels that are wider than 20 feet, add 1 additional slab saver for every 5 feet. Secure them in place and ensure that the
concrete fully embeds the slab saver when poured. The slab saver will permanently stay in place once the panel is set.
Tex-Trude products are made in the USA and backed with an ISO 9001:2015 Certification.

LIMITED WARRANTY )

Tex-Trude warrants this product to meet the published specifications and to be free of defects in workmanship and
materials at the time of shipment from our factory. If any X-TREME material proves to contain manufacture defects that
substantially affect the performance, then Tex-Trude will at their option replace the material or refund the purchase price.
This limited warranty is the only warranty offered by Tex-Trude, LP as it relates to X-TREME products. There are no other
warranties, including the implied warranties of merchantability or fitness for a particular purpose. Tex-Trude specifically
disclaims liability for any incidental, consequential, or other damages.
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