
X-TREME  GRIP BACK TAPE
X-TREME® Grip Back Tape is a high-performance concrete bonding tape designed to secure X-TREME Vapor Barrier directly 

to concrete substrates. Utilizing an aggressive polymer asphalt adhesive and reinforced composite backing, Grip Back Tape 

creates a durable attachment between the vapor barrier and concrete in applications where enhanced slab-to-vapor barrier 

bonding is desired. Ideal for slab perimeter detailing, grade beams, carton-form installations, and other specified conditions, 

Grip Back Tape helps maintain vapor barrier position and system continuity during concrete placement.

®

X-TREME CONCRETE ACCESSORIES

•	 Designed to bond X-TREME Vapor Barrier to concrete 

substrates 

•	 Reinforced composite backing for durability during 

placement 

•	 Aggressive polymer asphalt adhesive 

•	 Ideal for slab perimeter and grade beam applications 

•	 Supports carton-form installation details 

•	 Helps maintain vapor barrier position during concrete 

placement 

•	 Excellent adhesion to cured concrete surfaces 

•	 Compatible with X-TREME Vapor Barrier systems

FEATURES & BENEFITS



TECHNICAL DATA

X-TREME GRIP BACK TAPE	

Thickness	 66 mil

Peel Adhesion	 70 lb f/in

Permeance	 0.02

Cold Weather Resistance	 Excellent

PACKAGING	

Size	 6"x 200’

Weight	 23.5 lbs/ea

Rolls Per Case	 2

Color	 Black

281.452.5961
www.xtremevaporbarrier.com

Technical Support
2001 Sheldon Road, Channelview, Texas 77530

INSTALLATION    Concrete Bonding Tape for X-TREME Vapor Barrier Systems

X-TREME® Grip Back Tape is a high-performance concrete bonding tape designed to secure X-TREME Vapor Barrier 

directly to concrete substrates. Typical applications include slab perimeter adhesion, grade beam detailing, carton-form 

installations, and other project-specific locations requiring attachment of the vapor barrier to the concrete slab.

SURFACE PREPARATION

Prior to installation, ensure the X-TREME Vapor Barrier and concrete substrate are clean, dry, and free of dust, dirt, debris, 

standing water, frost, or other contaminants that may interfere with adhesion. Inspect all installation areas to verify the 

vapor barrier is properly positioned and free of damage before applying X-TREME Grip Back Tape.

For optimum performance, apply X-TREME Grip Back Tape immediately prior to concrete placement.

GENERAL INSTALLATION

Apply X-TREME Grip Back Tape to securely bond the X-TREME Vapor Barrier to concrete surfaces in locations where 

attachment to the slab is specified. Typical applications include slab perimeters, grade beams, carton-form installations, 

structural slab details, and other areas identified in the project documents.

Firmly press the tape into place to ensure continuous contact with both the vapor barrier and concrete substrate. 

Additional locations and installation patterns shall be determined by the project architect, engineer of record, or design 

professional.

Storage: Store out of direct sunlight.

Warm conditions: Perform normal installation, using industry knowledge of the guidelines for Vapor Barriers.

Cold conditions: For cold weather applications, we suggested to condition the tape in a warm environment 8 hours prior 

to use. This will help the tape reach its best performance.

Note: Only use X-TREME Accessory Products including X-TREME Tapes, X-TREME Mastic and X-TREME SLM to seal 

seams, edges, and penetrations.
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