
X-TREME Tape is a premium low-permeance seam tape specifically designed for sealing, joining, patching, and repairing 

X-TREME Vapor Barrier systems in below-slab concrete construction applications. Engineered with a high-tack polymer 

asphalt adhesive, X-TREME Tape creates a durable bond to vapor barrier membranes, helping maintain the continuity of the 

moisture, vapor, and soil gas protection system.

X-TREME Tape is ideal for sealing overlaps, pipe penetrations, detail patches, repairs, and other critical transitions commonly 

encountered during installation. Its aggressive adhesive provides reliable performance in a wide range of jobsite conditions, 

making it an essential component of a complete X-TREME Vapor Barrier installation.

KEY BENEFITS

X-TREME  TAPE®

X-TREME CONCRETE ACCESSORIES

•	 High-tack polymer asphalt adhesive for secure bonding 

•	 Low-permeance design helps maintain vapor barrier 

continuity 

•	 Seals seams, overlaps, penetrations, patches, and 

repairs 

•	 Excellent adhesion to X-TREME Vapor Barrier 

membranes 

•	 Flexible and conformable for irregular surfaces and 

details 

•	 Performs in both hot and cold weather applications 

•	 Part of the complete X-TREME Vapor Barrier System



TECHNICAL DATA

X-TREME TAPE

Thickness	 7.5 mil

Permeance	 0.10

Tensile Strength	 25 lbs/in

Elongation	 85%

Adhesion	 125 oz/in

Cold Weather Resistance	 Excellent

Application Temperature	 20ºF - 200ºF

Recommended Storage 	 60ºF - 80ºF 
Conditions

PACKAGING	

Size	 4”x 180’

Rolls Per Case	 12

Rolls Per Pallet	 324

Weight	 2 lbs/ea

Weight Per Case	 24 lbs

Weight Per Pallet	 648 lbs

Color 	 Red
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INSTALLATION

Prior to installation, preform a visual inspection of the X-TREME Vapor Barrier to insure a 6” overlap has been achieved and 

all dust, dirt, debris and moisture has been removed from the X-TREME Vapor Barrier to achieve maximum adhesion.

 Warm conditions: Store out of direct sunlight. Perform normal installation, using industry knowledge of the guidelines for 

vapor barriers.

Cold conditions: In cold weather applications, it is suggested to condition the tape 8 hours in a warm environment prior to 

use. This will help the tape reach its optimal performance. 

Note: Only use X-TREME Accessory Products including X-TREME Tapes, X-TREME Mastic and X-TREME SLM to seal seams, 

edges, and penetrations.

Seam Sealing

•	 Overlap X-TREME Vapor Barrier a minimum of 6 inches. 

•	 Ensure surfaces are clean and free of dust, dirt, 

moisture, frost, and debris. 

•	 Center X-TREME Tape over the seam and apply firm 

pressure. 

Repairs & Patches

•	 Extend patch material beyond damaged area. 

•	 Secure all patch edges using X-TREME Tape. 

•	 Inspect repair to verify complete adhesion.

Pipe Penetrations

•	 Install X-TREME Vapor Barrier boot around 

penetration. 

•	 Secure boot to membrane and pipe using X-TREME 

Tape. 

•	 Ensure continuous seal around entire penetration. 

281.452.5961
www.xtremevaporbarrier.com

Technical Support
2001 Sheldon Road, Channelview, Texas 77530


